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 30 MM PU

 19.500 M3/HR

    BY-PASS
 SIMPLE  

    COVER 
 POLYESTER 

  AIR FLOW
 ADJUSTABLE 

    INLET TUBE 
    PRESSURE 
 EQUAL 

AIR EQUALIZER
WARM STABLE AIR IN ANY DIRECTION

is  an  air   inlet 

tube does not change in height.
mix warm stable air in cold periods. The 
Equalizer is equipped with a by-pass to 
the  direction  of  your  choice. The  Air  
air  with  adjustable  blinds  in  

  tube which can control the incoming 

throttling valve.
operates  both  the  by-pass  and  the  
A computer-controlled Belimo motor 
be  adjusted  with  a  throttle  valve. 
by-pass. The amount of fresh air can 
amount  of  air  flowing  through  the  
An up and down ring determines the 

completely.
even block it 
the airflow vertically or 
possibility to adjust 
you have the 
Equalizer. Per zone 
air directions per 
There are 8 horizontal 

vice versa.
by-pass opens and 
throttle is closed, the 
by-pass. When the 
throttle valve and 
engine controls the 
A 0-10 volt Belimo 
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DETAILS
TECHNICAL 

Heat conductivity  = 0,022 W/mK

easy to clean with high pressure.
The  outer  side  is  hard, smooth  and  
air.
prevent condensation of cold incoming 
Insulation of the tube is necessary to  
foamed  PU  with  a  polyester  shell. 
The  Air  Equalizer  is  made  of  30 mm  

Depth - mm (Y) 1000

Height - mm (Z)  2000

Width - mm (X)    1000

Surface - cm2        2200

Diameter - mm (X) 920

0 Pa - m3/h 19.500 

 Type Air Equalizer 

DETAILS OF AIR INLET 

BY-PASS OUTLETS.
POSITIONS EN
DIFFERENT BLIND 

 AIRFLOW WITH 

assembled.
The  Air  Equalizer  is  delivered  fully  
unit of 780 mm high.
underneath the Air Equalizer separation 
tube  with  throttling  valve  and  
meters  high, consisting  of  1250 mm  
We  supply  a  standard  product  of  2 

tube - Anchor kit
waveplate  - Prolongation  of  the  
Rain cap - Universal roof plate or  

Optional:


